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MEETING DATE:  1/25/2021 

Case Number & Name: PC 2020-12; Speedway, LLC; Site Development Plan 

Petitioner’s Name: Speedway LLC 

Owner’s Name: Exit 109 LLC 

Petitioner’s 
Representative: 

Eric Carter; Weihe Engineers, Inc.

Address of Property: 3877-3977 North Michigan Road 

Subject Property Zoning 
Classification: 

Base Zoning District: Business Highway 
Overlay Zoning Districts: Race-Track Overlay, and Airport Compatibility Overlay 

Comprehensive Future 
Land use: 

Gateway Mixed-Use 

North East South West 

Surrounding Properties’ 
Zoning Classifications: 

Business Highway Business Highway 
C2 – Commercial 
(Shelby County) 

C2 – Commercial 
(Shelby County) 

Surrounding Properties’ 
Comprehensive Future 

Land Use 

High-Tech/Light 
Industrial  

Gateway Mixed-Use 
Heavy/Medium 

Industrial  
Gateway Mixed-Use 

History: 

In 2006, 2009, and 2016 development attempts were made on this site, none were 
successful and ended before all required approvals from the Planning Commission were 
granted. In 2006 the driving development was a hotel, which initiated a preliminary plat of 
the land. In 2009 the driving development was a hotel, this again initiated a preliminary plat 
that was approved. Due to external concerns, the final plat was never submitted to the 
Planning Commission. And in 2016 the proposal was a Burger King. Also in 2020, a Get-Go 
Café and Market was fully approved for the site, but eventually decided not to build.  

Vicinity Map: 

Action Requested: 
Approval of a site development plan to construct a Speedway fueling station and convenience 
store.  
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1. This petition is to construct a Speedway convenience store with fuel sales at 3877-3977 North 

Michigan Road. The proposal includes a 4,608 sq. ft. convenience store, an 8 island automobile 

fueling canopy, and a 4 island commercial fuel canopy.   

 

2. The Zoning Ordinance (Section 9.05 (F) (5)) requires the Plan Commission make Findings of Fact 

that the Site Development Plan: 

a. Is consistent with the City of Shelbyville Comprehensive Plan; 

The planning staff has determined the subject petition is consistent with the goals of the 

Comprehensive Plan. A focus of the Comprehensive Plan is to increase development around 

the interstate interchanges. The site for Speedway is located at Exit 109 off Interstate 74; in 

close proximity to Indiana Grand Racing and Casino.  

 

b. Meets the Technical Review Committee’s expectations for best practices and quality 

design; 

The Technical Review Committee reviewed the site development plan against their 

applicable standards and was satisfied with this set of plans.  

 

c. Satisfies the applicable requirements of Article 2: Zoning Districts; 

The planning staff has determined the subject petition is consistent with the business 

highway zoning district. The business highway is intended to provide areas for business that 

either service travelers or requires immediate access to high-volume streets for the delivery 

of goods and services.  This district should be integrated into the community at its entrances 

and in centers along major transportation routes.  

 

d. Satisfies the applicable requirements of Article 5: Development Standards; 

Architectural Standards – UDO 5.08 

The Unified Development Ordinance requires a primary structure's facades shall include a 

repeating pattern with no less than three (3) of the elements listed below.  At least one (1) of 

these elements shall repeat horizontally.  All elements shall repeat at intervals of no more 

than thirty (30) feet either horizontally or vertically. 

a. Color change, 

b. Texture change, 

c. Material module change, and 

d. Expression of architectural or structural bay through a change in plane no less than twelve 

(12) inches in width, such as an offset, reveal, or projecting rib. 

 

All facades on the building are meeting this requirement. Speedway LLC is utilizing three (3) 

different materials on the primary facades and pilasters to meet this requirement. In addition, 

all facades are meeting are utilizing storefront windows or faux windows to meet the visual 

relief standard.  

 

The Unified Development Ordinance requires exterior materials to be a combination of brick; 

wood; stone; tinted and textured concrete masonry units; architectural precast concrete, 

architectural metal; and other products that replicate the appearance and durability of these 

materials.  The use of smooth faced concrete block, un-textured smooth faced tilt-up concrete 

panels, and standing seam steel panels shall be prohibited.  

 

The Speedway LLC is utilizing brick, concrete masonry units and cast stone to meet this 

requirement. 
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Ground Floor Facades that that face public streets shall have arcades, display windows, entry 

areas, awnings, and/or other such features, along no less than sixty percent (60%) of their 

horizontal length.  

 

The Rear façade does not appear to be meeting this requirement. This will need to be 

addressed.   

 

The Unified Development Ordinance requires entryways to provide design elements, 

orientation, and aesthetically pleasing character to buildings. Each principal building on a site 

shall have clearly defined, highly visible customer entrances featuring no less than three (3) 

of the following: 

a. Canopies or porticos, 

b. Overhangs, 

c. Recesses or projections, 

d. Arcades, 

e. Raised corniced parapets over the door, 

f. Peaked roof forms, 

g. Arches, 

h. Display windows, 

i. Tile work or moldings which are integrated into the building structure and design, and 

j. Planters or wing walls that incorporate landscaped areas and/or places for sitting. 

 

The Speedway LCC appears to be meeting this on two (2) of the entryways, but third 

entryway, the right elevation, appears to only have one of the required elements. This will 

need to be addressed.  

 

Entrance and Driveway Standards – UDO 5.15 

The Unified Development Ordinance requires access roads not exceed thirty-six (36) feet in 

over-all width. Both the vehicle and truck entrances for the Speedway LLC are in excess of 

seventy six feet in width, However, Speedway LLC were provided a development standard 

variance to increase the driveway width to meet their needs at the Board of Zoning Appeals 

meeting on January 12, 2021; (BZA 2020-19). 

 

Landscaping Standards – UDO 5.31 – 5.37 

The Unified Development Ordinance requires the following Landscaping Standards: 

 Non Residential Foundation Plantings: For facades of primary structure that face a 

street and are over eighty (80) lineal feet in length, one (1) shrub or ornamental tree for 

every twenty (20) lineal feet of facade frontage on a street.  This provision applies to all 

facades that face a street.  Additionally, one (1) shrub or ornamental tree per forty (40) 

feet shall be planted along side and rear facades.   

o Fairland Road Façade (north) = 48 linear feet. Required landscaping 3 shrubs or 

ornamental trees. Provided 3 shrubs. 

o Façade facing Michigan Road (east) = 96 linear feet. Required landscaping 5 shrubs 

or ornamental trees. Provided 5 shrubs. 

o South façade = 48 feet. Required landscaping 3 shrubs. Provided 2 shrubs. 

o West (rear) façade = 96 feet. Required landscaping 5 shrubs. Provided 5 shrubs. 

 

Add one additional shrub to the South Façade. 
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 Non-Residential Yard Plantings: Lots over 20,000 square feet shall plant two (2) 

canopy trees, plus one (1) canopy tree for every additional 25,000 square feet of lot size 

above 40,000 square feet. Maximum number of trees required = 10.   

o Lot size 378,100 square feet 

o Required canopy trees = 18. Provided canopy trees = 19.  

 Parking Lot Perimeter Landscaping: A minimum of one (1) tree shall be provided for 

every 600 square feet of landscaped area, with a maximum of one (1) tree and one (1) 

shrub for every 400 square feet. Plus one (1) shrub for every 100 square feet of 

landscaped area. There is 31,846 square feet of landscaped area requiring 54 trees and 

319 shrubs. Provided 55 trees and 319 shrubs.  

 Landscape Screening Standards: Fencing:  A six (6) foot tall, 100% opaque fence of 

wood, vinyl, brick, or stone construction, consistent with the exterior of the primary 

structure, shall completely enclose the area.  Opaque, six (6) foot tall wooden gates shall 

be provided to access the facility.  The gates shall generally remain closed, except when 

immediate access to the area is required. 

 

The elevations provided show a metal gate with vinyl slats and no detail was found in the 

plans. This will need to be added to the plans. 

 

Sign Standards  – UDO 5.58  

The Unified Development Ordinance requires pole and pylon signs to be permitted via 

special exception by the Board of Zoning Appeals. Speedway LLC was provided a special 

exception to construct a pole sign and increase the square footage of the sign at the Board of 

Zoning Appeals meeting on January 12, 2021; 2020.BZA.18 and 19. 

 

Sign Standards  – UDO 5.62 

The Unified Development Ordinance requires incidental freestanding signs have a maximum 

sign area of 6 square feet. Speedway LLC was provided a develop standard variance to install 

an incidental freestanding sign with a maximum sign area of 8 square feet at the Board of 

Zoning Appeals meeting on January 12, 2021; 2020.BZA.19. 

 

e. Satisfies the applicable requirements of Article 6: Design Standards 

Article 6: Design Standards provides the standards for all subdivisions and generally apply to 

the construction of residential planned unit developments with public improvements. Article 

6: Design Standards do not apply to this project. 

 

f. Satisfies any other applicable provisions of the Unified Development Ordinance. 

At this time, all other applicable provisions of the Unified Development Ordinance appear to 

be satisfied by the submitted site plans. 

STAFF RECOMMENDATION:  APPROVAL W/ THE FOLLOWING CONDITIONS 
1. Submit revised plans showing compliance with UDO 5.08 in terms of windows on the “Rear Side” 

façade. 
2. Submit revised plans showing compliance with UDO 5.08 in terms of entryway features for the 

entryway on the “Right Side” façade. 
3. Submit revised Landscape Plan with add shrub on South Façade. 
4. Submit revised plans that show a dumpster enclosure gate that is in compliance with the 

Landscape Screening Standards.   
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Site Development Plan: PC 2021-12; Speedway, LLC; Site Development Plan 

Findings of Fact by the Shelbyville Plan Commission 

Staff Prepared  

Motion: 

(I) would like to make a motion to approve the site development plan as presented to this body, with the conditions outlined 

in the planning staff’s report, pursuant to the planning staff’s report and Findings of Fact.  

  

The site development plan is consistent with the City of Shelbyville Comprehensive Plan as outlined in the planning staff’s 

report. 

The site development plan is not consistent with the City of Shelbyville Comprehensive Plan, as outlined in the planning 

staff’s report. 

The site development plan meets the Technical Review Committee’s expectations for best practices and quality design, as 

outlined in the planning staff’s report, as outlined in the planning staff’s report. 

The site development plan does not meet the Technical Review Committee’s expectations for best practices and quality 

design, as outlined in the planning staff’s report, as outlined in the planning staff’s report 

The site development plan satisfies the applicable requirements of Article 2: Zoning Districts, as outlined in the planning 

staff’s report. 

The site development plan does not satisfy the applicable requirements of Article 2:.Zoning Districts, as outlined in the 

planning staff’s report. 

The site development plan satisfies the applicable requirements of Article 5: Development Standards, as outlined in the 

planning staff’s report.  

The site development plan does not satisfy the applicable requirements of Article 5:.Development Standards, as outlined in 

the planning staff’s report. 

The site development plan satisfies the applicable requirements of Article 6: Design Standards, as outlined in the planning 

staff’s report. 

The site development plan does not satisfy the applicable requirements of Article 6: Design Standards, as outlined by the 

planning staff’s report.   

 This site development plan satisfies all other applicable provision of the Unified Development Ordinance, as outlined by 

the planning staff’s report. 

The site development plan does not satisfy all other applicable provision of the Unified Development Ordinance, as 

outlined in the planning staff’s report.  

 

 

Additional Conditions Imposed by the Shelbyville Plan Commission: 

1.  

 

2.   

 

3.  

Shelbyville Plan Commission 

 

By: ___________________________________   Attest: ______________________________________         

       Chairperson / Presiding Officer      Adam M. Rude, Secretary 

1. 

2. 

3. 

4. 

5. 

5. 

6. 























LOCATION MAPVICINITY MAP
NO SCALENO SCALE

PLANNING & ZONING:

CITY OF SHELBYVILLE

44 W. WASHINGTON STREET

SHELBYVILLE, IN 46176

CONTACT: ADAM RUDE

GAS:

VECTREN

600 INDUSTRIAL DRIVE

FRANKLIN, IN 46131

937-231-8345

CONTACT: MOSTAFA KHALLAD

ELECTRIC:

DUKE ENERGY

390 N MAIN STREET

MARTINSVILLE, IN 46151

765-349-4012

EMAIL:TIM.UNBAUGH@DUKE-ENERGY.COM

TELEPHONE:

AT&T

812-376-2887

CONTACT: TROY BISHOP

STREETS

INDOT

32 SOUTH BROADWAY STREET

GREENFIELD, IN 46143

317-392-5102

CONTACT: SHELLEY HANEY

SANITARY & STORM

CITY OF SHELBYVILLE

44 W. WASHINGTON STREET

SHELBYVILLE, IN 46176

317-392-5102

CONTACT: MATT HOUSE

WATER

INDIANA AMERICAN WATER

153 NORTH EMERSON AVENUE

GREENWOOD, IN 46143

317-392-0711

CONTACT: TRAVIS EDINGTON

CABLE

ZAYO BANDWIDTH

625 E. 11TH STREET

INDIANAPOLIS, IN 46202

EMAIL: JSENESE@ZAYO.COM

OPERATING AUTHORITIES

E N G I N E E R S 317 | 846 - 6611
800 | 452 - 6408
317 | 843 - 0546 fax

WEIHE
Land Surveying | Civil Engineering

Landscape Architecture

ALLAN H. WEIHE, P.E., L.S. - FOUNDER

10505 N. College Avenue
Indianapolis, Indiana 46280
weihe.net

OWNER AND PROJECT MANAGEMENT:

3877-3977 NORTH MICHIGAN ROAD
SHELBY COUNTY

SHELBYVILLE, IN 46176

500 SPEEDWAY DRIVE

ENON, OH 45323

937-864-3000

CIVIL ENGINEER:

NEW BUILD
C4600 - RIGHT HAND QUIK BRIK V2.0 FD

STORE #100958

SITE

CV COVER SHEET

CD DEMOLITION PLAN

CD1 OVERLAY PLAN

CD2 DEMOLITION DETAILS

CS PLOT PLAN

CS1 DIMENSION PLAN

CS2 PLOT PLAN DETAILS

CG GRADING PLAN

CG1 GRADING PLAN

CG2 GRADING PLAN

CF CUT AND FILL PLAN

CF1 CUT AND FILL SPREADSHEET

CE STORM WATER POLLUTION PREVENTION PLAN

CE1 SWPPP DETAILS

CE2 SWPPP SPECIFICATIONS

CU PIPING & UTILITIES PLAN

CU1 UTILITY DETAILS

CU2 UTILITY DETAILS

CU3 UTILITY DETAILS

CU4 UTILITY DETAILS

SS SIGNAGE PLAN

SS1 SIGNAGE PLAN DETAILS

SS2 SIGNAGE PLAN DETAILS

LP LANDSCAPING PLAN

LP LANDSCAPING DETAILS

CR CIRCULATION PLAN

SITE SPECIFIC

1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING, OR VERIFYING THAT ALL PERMITS AND APPROVALS ARE OBTAINED

FROM THE RESPECTIVE CITY, COUNTY, AND STATE AGENCIES PRIOR TO STARTING CONSTRUCTION.

2. IT SHALL BE THE CONTRACTORS RESPONSIBILITY TO DETERMINE THE EXACT LOCATION OF ALL EXISTING UTILITIES IN THE

VICINITY OF THE CONSTRUCTION AREA PRIOR TO STARTING CONSTRUCTION

3. IT SHALL BE THE CONTRACTORS RESPONSIBILITY TO NOTIFY AND COORDINATE CONSTRUCTION WITH ALL RESPECTIVE

UTILITIES.

4. ALL QUANTITIES GIVEN ON THESE PRINTS, VERBALLY OR IN THE SCOPE OF WORK SECTION ARE ESTIMATES AND SHALL BE

CONFIRMED BY THE BIDDING CONTRACTORS.

5. OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION (OSHA) STANDARDS FOR EXCAVATIONS; FINAL RULE 29 CFR PART 1926,

SUBPART "P" APPLIES TO ALL EXCAVATIONS EXCEEDING FIVE (5) FEET IN DEPTH.

6. 6) IN ADDITION, EXCAVATION EXCEEDING TWENTY (20) FEET IN DEPTH REQUIRE THE DESIGN OF A TRENCH SAFETY SYSTEM BY

A REGISTERED PROFESSIONAL ENGINEER.

7. IT SHALL BE THE RESPONSIBILITY OF THE DEVELOPER AND CONTRACTOR TO MAINTAIN QUALITY CONTROL THROUGHOUT THIS

PROJECT.

8. TEMPORARY TRAFFIC CONTROL DURING CONSTRUCTION TO CONFORM TO APPLICABLE LOCAL STANDARDS.

9. THE ENGINEER AND/OR OWNER DISCLAIM ANY ROLE IN THE CONSTRUCTION MEANS AND METHODS ASSOCIATED WITH THE

PROJECT AS SET FORTH IN THESE PLANS.

10. ANY FIELD TILES ENCOUNTERED DURING EXCAVATION SHALL BE REPAIRED AND CONNECTED TO NEW STORM SEWERS AND

POSITIVE DRAINAGE PRESERVED.

11. IT SHALL BE THE RESPONSIBILITY OF THE DEVELOPER THAT ALL LANDSCAPE REQUIREMENTS ARE MET AND CONFORM TO

APPLICABLE LOCAL STANDARDS.

12. THE SITE DOES NOT LIE IN A SPECIAL FLOOD HAZARD AREA AS ESTABLISHED BY THE FEDERAL EMERGENCY MANAGEMENT

AGENCY - NATIONAL FLOOD INSURANCE PROGRAM, WHEN PLOTTED BY SCALE ON FLOOD INSURANCE RATE MAP 18145C0104C

PANEL 104 OF 300, DATED NOVEMBER 5, 2014.

13. BEARINGS, DIMENSIONS AND EASEMENTS ARE SHOWN FOR REFERENCE ONLY.  SEE RECORD SURVEYS & PLAT FOR EXACT

INFORMATION.

14. THIS SITE DOES NOT CONTAIN ANY WETLANDS AS SHOWN ON THE U.S. DEPARTMENT OF THE INTERIOR FISH AND WILDLIFE

SERVICE NATIONAL WETLANDS INVENTORY MAP DATED SEPTEMBER 17, 2020.

PROJECT BM

Z 355 1986 -5.1 MILES NORTHWESTERLY ALONG

INTERSTATE HIGHWAY 74 FROM ITS JUNCTION WITH

STATE HIGHWAY 44 IN SHELBYVILLE, 55.1 FT. NORTHEAST

OF THE CENTERLINE OF THE NORTHWEST BOUND LANES

OF THE HIGHWAY, 17.7 FT. NORTHWEST OF THE

EXTENDED CENTER OF A DRIVEWAY LEADING

NORTHEAST, AND 17.7 FT. NORTHEAST OF A UTILITY

POLE. NOTE--ACCESS TO DATUM POINT IS HAD THROUGH

A 5-INCH LOGO CAP. THE MARK IS 2.3 FEET SOUTHWEST

FROM A WITNESS POST AND FENCE. THE MARK IS ABOVE

LEVEL WITH THE HIGHWAY.

ELEV.789.51 NAVD 88

SITE TBM#1

CUT "X" IN ANCHOR BOLT AT BASE OF TRAFFIC SIGNAL

STRAND POLE, 56 FEET EAST OF THE CENTERLINE OF

MICHIGAN ROAD AND 50 FEET SOUTHWEST OF THE

CENTERLINE OF FAIRLAND ROAD.

ELEV. 776.16 NAVD 88
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CIVIL SUPPORT
STD-CPC-1 PAVEMENT & CURBING DETAILS

STD-CUD-1 SERVICE STATION

STD-CUD-2 SUPPLEMENTAL SERVICE STATION

STD-CUD-3 SUPPLEMENTAL SERVICE STATION

STD-CYE-A YARD EQUIPMENT INSTALLATIONS

STD-CYE-O YARD EQUIPMENT INSTALLATIONS

STD-CIS-A TYPICAL ISLAND AND CONCRETE SLAB DETAILS

STD-CIS-CFL TYPICAL CFL CONCRETE SLAB DETAILS

THIRD PARTY ENGINEERING SUPPORT
SURVEY PREPARED BY: WEIHE ENGINEERS, INC.

DATE: SEPTEMBER 1, 2020

GEOTECHNICAL ENGINEERING BY: ECS MIDWEST, LLC

DATE: OCTOBER 22, 2020

CANOPY PLANS BY: MCGEE CORPORATION

DATE: XXX X, XXXX

BUILDING PLANS BY: SPEEDWAY LLC

DATE: XXX X, XXXX

SIGN FOUNDATION PLANS BY:EVERBRITE

DATE: XXX X, XXXX

PHOTOMETRICS BY: RED LEONARD ASSOCIATES

DATE: XXX X, XXXX

PART OF THE NORTHEAST QUARTER OF SECTION 14, A PART OF THE SOUTHEAST

QUARTER OF SECTION 11, AND PART OF THE NORTHWEST QUARTER OF SECTION 13,

ALL IN TOWNSHIP 13 NORTH, RANGE 6 EAST, SHELBY COUNTY, INDIANA BASED UPON

A RETRACEMENT SURVEY BY WEIHE ENGINEERS, INC. PROJECT NO. 200447, DATED

NOVEMBER 4, 2020, DESCRIBED AS FOLLOWS:

COMMENCING AT THE NORTHEAST CORNER OF SAID SECTION 14; THENCE NORTH 89

DEGREES 54 MINUTES 29 SECONDS WEST (BEARINGS ARE DERIVED FROM

COORDINATES BASED ON THE INDIANA STATE PLANE COORDINATE SYSTEM EAST

ZONE NAD 83 (2011) EPOCH 2010.0) ALONG THE NORTH LINE OF SECTION 14 40.00 FEET

TO A 5/8 INCH REBAR ON THE WEST LINE OF COUNTY ROAD 200 WEST AND THE POINT

OF BEGINNING; THENCE ALONG SAID WEST RIGHT-OF-WAY SOUTH 00 DEGREE 03

MINUTES 11 SECONDS EAST 328.01 FEET TO THE POINT OF CURVATURE OF A CURVE

CONCAVE NORTHEASTERLY HAVING A RADIUS OF 756.17 FEET, THE RADIUS POINT

BEARS NORTH 89 DEGREES 56 MINUTES 49 SECONDS EAST; THENCE

SOUTHEASTERLY ALONG SAID CURVE AND RIGHT-OF-WAY 280.15 FEET TO THE EAST

LINE OF SAID SECTION 14 WHICH BEARS SOUTH 68 DEGREES 43 MINUTES 11 SECONDS

WEST FROM THE RADIUS POINT; THENCE ALONG SAID EAST LINE SOUTH 01 DEGREES

07 MINUTES 45 SECONDS EAST 127.78 FEET TO THE NORTHEASTERLY RIGHT-OF-WAY

OF I-74; THENCE THE NEXT SIX (6) COURSES BEING ALONG SAID RIGHT-OF-WAY 1.)

NORTH 46 DEGREES 39 MINUTES 19 SECONDS WEST 127.78 FEET; 2.) NORTH 44

DEGREES 28 MINUTES 22 SECONDS WEST 270.72 FEET; 3.) NORTH 43 DEGREES 15

MINUTES 23 SECONDS WEST 245.62 FEET; 4.) NORTH 34 DEGREES 03 MINUTES 03

SECONDS WEST 276.94 FEET; 5.) NORTH 25 DEGREES 57 MINUTES 48 SECONDS WEST

203.84 FEET; 6.) NORTH 23 DEGREES 35 MINUTES 36 SECONDS EAST 62.87 FEET TO

THE SOUTH RIGHT-OF-WAY OF COUNTY ROAD 400 NORTH; THENCE THE NEXT THREE

(3) COURSES BEING ALONG SAID RIGHT-OF-WAY; 1.) NORTH 82 DEGREES 48 MINUTES

47 SECONDS EAST A DISTANCE OF 310.06 FEET TO NON-TANGENT CURVE CONCAVE

TO THE SOUTH HAVING A RADIUS OF 1105.92 FEET THE RADIUS POINT BEARS SOUTH

05 DEGREES 30 MINUTES 58 SECONDS WEST; 2.) THENCE EASTERLY ALONG SAID

CURVE 265.41 FEET TO A POINT THAT BEARS NORTH 19 DEGREES 15 MINUTES 59

SECONDS EAST FROM THE RADIUS POINT; 3.) THENCE SOUTH 39 DEGREES 22

MINUTES 56 SECONDS EAST A DISTANCE OF 77.79 FEET TO THE WEST RIGHT-OF-WAY

OF COUNTY ROAD 200 WEST; THENCE ALONG SAID RIGHT-OF-WAY SOUTH 00

DEGREES 03 MINUTES 11 SECONDS EAST A DISTANCE OF 124.39 FEET TO THE POINT

OF BEGINNING CONTAINING 8.13 ACRES, MORE OR LESS.
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A. GENERAL NOTES
1. CLEAR ENTIRE SITE AND PROPERLY DISPOSE OF ALL MATERIALS UNLESS OTHERWISE SPECIFIED

ON THE PLANS OR BY THE OWNER'S REPRESENTATIVE.

2. CONTRACTOR SHALL NOTIFY THE OWNER OF ANY UNFORESEEN CONDITIONS.

3. THE PROPERTY CORNERS SHALL BE MARKED BY OWNER AND PROTECTED AND MAINTAINED BY

CONTRACTOR.

4. IF DAMAGED AS A RESULT OF THIS CONTRACT, ANY ITEMS TO REMAIN SHALL BE REPLACED BY

THE CONTRACTOR AT NO ADDITIONAL COST TO THE OWNER.

5. CONTRACTOR SHALL NOTIFY LOCAL UTILITIES 48 HRS. PRIOR TO DEMOLITION.

6. CONTRACTOR SHALL INSPECT OVERALL SITE PRIOR TO CONSTRUCTION START AND VERIFY

THAT THE ALTA SURVEY INDICATES THE CORRECT TOPOGRAPHY. IF ANY INACCURACIES ARE

NOTED, PLEASE CONTACT OWNER'S REPRESENTATIVE.

7. CONTRACTOR SHALL COORDINATE DEMOLITION WORK WITH ALL UTILITIES AND COMPLY WITH

REGULATIONS AND STANDARDS FOR EACH UTILITY.

8. WHEN REMOVING EXISTING UTILITY, CAP UTILITY AT THE MAIN.

9. CONTRACTOR SHALL PROVIDE BARRIERS, PERIMETER FENCING, PARTITIONS, PLANKING,

BRACING, SHORING, LIGHTS, AND SIGNS AS NECESSARY TO PROTECT THE PUBLIC AND

ADJACENT PROPERTIES.

10.CONTRACTOR SHALL EXERCISE CARE TO PREVENT DUST, VIBRATION, SETTLEMENT, OR OTHER

IMPACT TO ADJACENT PROPERTY.

11.THE REMOVAL OF ASBESTOS, LEAD, ETC CONTAINING MATERIALS SHALL BE IN ACCORDANCE

WITH REGULATORY REQUIREMENTS, RECOMMENDATIONS IN THE ENVIRONMENTAL SURVEY AND

OWNER CONTRACT DOCUMENTS.

B. KEY NOTES
1. INSTALL PERMIT POSTING AREA.  4" PVC TUBE WITH END CAPS ATTACHED TO PROJECT

CONSTRUCTION SIGN TO CONTAIN APPROVED CONSTRUCTION DRAWINGS AND PERMITS FOR

INSPECTORS.

2. INSTALL CONSTRUCTION ENTRANCE.  REFER TO DETAIL ON SHEET CD2.

3. INSTALL CONCRETE WASHOUT.  REFER TO DETAIL ON SHEET CD2.

4. INSTALL SILT FENCE.  REFER TO DETAIL ON SHEET CD2.

5. STAGING AREA. PROVIDE CONSTRUCTION DUMPSTER, FUELING AREA, AND PORT-O-LET AS

NEEDED.

6. EXISTING TREE(S) AND VEGETATION TO BE REMOVED.

7. EXISTING WATER LINE TO REMAIN.

8. EXISTING GAS LINE TO REMAIN.

9. EXISTING ELECTRIC LINE TO REMAIN.

10.EXISTING ELECTRICAL STRUCTURE TO REMAIN.

11.EXISTING COMMUNICATION LINE TO REMAIN.

12.EXISTING SANITARY LINE TO REMAIN.

13.EXISTING SANITARY LINE TO BE REMOVED. CAP LINE AT MAIN OR RIGHT OF WAY LINE.

14.EXISTING TRAFFIC SIGNAL POLE TO REMAIN..

15.EXISTING STORM LINES AND STRUCTURES TO REMAIN.

16.EXISTING PAVEMENT TO REMAIN.

17.EXISTING PAVEMENT TO BE REMOVED.

18.SAWCUT EXISTING PAVEMENT FULL DEPTH FOR REMOVAL.

19.REMOVE EXISTING SEPTIC SYSTEM PER STATE AND LOCAL HEALTH CODES.  FILL SEPTIC TANK

AND EXCAVATIONS AND COMPACT PER SPECIFICATIONS.

20.EXISTING ROAD SIGN(S) TO BE RELOCATED AS NEEDED.

EXISTING AREAS
TOTAL SITE  = 8.20 AC.

DISTURBED  = 8.22 AC.

PERVIOUS   = 8.20 AC.

IMPERVIOUS = 0.00 AC.

SWPPP PHASE 1 LEGEND
- INLET PROTECTION - USE SUBSURFACE

  INLET PROTECTION WITH OVERFLOW

CAPABILITY  (DANDY SAC)

- CONSTRUCTION ENTRANCE

- STAGING AREA

- POSTING AREA - 4" PVC TUBE WITH END CAPS

ATTACHED TO PROJECT CONSTRUCTION SIGN

TO  CONTAIN APPROVED CONSTRUCTION

DRAWINGS AND  PERMITS FOR INSPECTORS.

- INSTALL COIR LOG (PAVEMENT AREA) AS

SHOWN. CONTRACTOR TO ADD ADDITIONAL

MEASURES AS CONSTRUCTION PHASING AND

SITE CONDITIONS DICTATE

- CONCRETE WASHOUT

- STOCKPILE AREA (TEMPORARY SEEDING

REQUIRED)

- SILT FENCE

- LIMITS OF DISTURBANCE

SD

IP
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N 
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EROSION CONTROL NOTES
1. ALL DISTURBED AREAS SHALL BE SODDED OR SEEDED, EXCEPT BUILDING PAD AND LANDSCAPE

BEDS. SEE LANDSCAPE PLANS FOR LOCATION OF LANDSCAPE BEDS.

2. INSTALL SILT FENCE ALONG ALL DOWNSTREAM SLOPES. SILT FENCE TO FOLLOW CONTOUR.

3. THERE SHALL BE NO DIRT, DEBRIS OR STORAGE OF MATERIAL IN THE STREET.

EROSION CONTROL SPECIFICATIONS
1. THIS PLAN IS DESIGNED AS AN ATTEMPT TO PREVENT ANY AND ALL SEDIMENT FROM LEAVING THE

CONSTRUCTION SITE BY WAY OF EROSION.  IF EROSION OF SEDIMENT FROM THE SITE IS TAKING

PLACE, THE CONTRACTOR AND/OR OWNER SHALL TAKE PREVENTATIVE ACTION IMMEDIATELY.  THE

ENGINEER SHALL BE CONSULTED IN THE EVENT THIS HAPPENS.

2. TEMPORARY SEEDING IS TO BE APPLIED TO ANY DISTURBED AREA THAT WILL REMAIN UNALTERED

IN EXCESS OF 15 DAYS.

3. PERMANENT SEEDING IS TO BE APPLIED IMMEDIATELY TO AREAS THAT HAVE ACHIEVED FINAL AND

FINISHED GRADE.

4. PRESERVE EXISTING VEGETATION ON THE SITE WHENEVER AND WHEREVER POSSIBLE TO PREVENT

TOPSOIL EROSION.

5. ALL SEDIMENT CAPTURING MEASURES SHALL BE IMPLEMENTED PRIOR TO  THE DISTURBANCE OF

THE CONSTRUCTION AREA THEY ARE INTENDED TO SERVICE.  ALL EROSION CONTROL MEASURES

PROPOSED ARE TO BE PROPERLY MAINTAINED TO CONTINUE THEIR EFFECTIVENESS.

6. IF GRADING OCCURS DURING THE MONTHS OF DECEMBER, JANUARY OR FEBRUARY DORMANT

SEEDING PROCEDURES SHALL BE USED.

7. DURING DRY WEATHER, KEEP LAWNS WATERED WITH SPRINKLERS OR OTHER APPROVED

METHODS.  RESEED ANY AREAS NOT GERMINATING OR DAMAGED AT INTERVALS AS MAY BE

REQUIRED ACCORDING TO SEASONAL CONDITION AND/OR CONSTRUCTION ACTIVITY.  WATER

GRASS AND EXECUTE NECESSARY WEEDING UNTIL FULL STAND OF GRASS HAS BEEN OBTAINED.

8. THE IMPLEMENTATION AND MAINTENANCE OF THE EROSION CONTROL IS THE SOLE RESPONSIBILITY

OF THE CONTRACTOR AND/OR OWNER.

9. IT SHALL BE THE CONTRACTOR'S AND/OR OWNER'S RESPONSIBILITY TO MINIMIZE SEDIMENTATION

(FROM ON-SITE CONSTRUCTION ACTIVITIES) FROM BEING DEPOSITED ONTO ADJACENT PROPERTIES

AND RECEIVING STREAMS/DITCHES IN STRICT COMPLIANCE WITH "RULE 5" (327 IAC 15-5,

CONSTRUCTION ACTIVITY STORM WATER RUNOFF CONTROL).  IT SHALL ALSO BE THE

CONTRACTOR'S AND/OR OWNER'S RESPONSIBILITY TO OBTAIN ANY APPROVALS REQUIRED FROM

THE LOCAL AUTHORITY AND TO SUBMIT A COMPLETE NOTICE OF INTENT LETTER TO THE OFFICE OF

WATER MANAGEMENT, INDIANA DEPARTMENT OF ENVIRONMENTAL MANAGEMENT PRIOR TO ANY

CONSTRUCTION ACTIVITY.

10.FOR SEASONAL VARIATIONS - SEE SEASONAL SOIL PROTECTION CHART IN THESE PLANS.

11.PORTABLE TOILETS MUST BE ANCHORED.

CONTACT PERSON FOR EROSION
CONTROL & SEDIMENT PRACTICES
WEIHE ENGINEERS, INC.

10505 N. COLLEGE AVE.

INDIANAPOLIS, IN  46268

TELEPHONE: (317) 846-6611

FAX: (317) 843-0546

EMAIL: PARKERF@WEIHE.NET

CONTACT PERSON: FRED PARKER, CPESC
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PROJECT BM

Z 355 1986 -5.1 MILES NORTHWESTERLY ALONG INTERSTATE HIGHWAY

74 FROM ITS JUNCTION WITH STATE HIGHWAY 44 IN SHELBYVILLE, 55.1

FT. NORTHEAST OF THE CENTERLINE OF THE NORTHWEST BOUND

LANES OF THE HIGHWAY, 17.7 FT. NORTHWEST OF THE EXTENDED

CENTER OF A DRIVEWAY LEADING NORTHEAST, AND 17.7 FT.

NORTHEAST OF A UTILITY POLE. NOTE--ACCESS TO DATUM POINT IS

HAD THROUGH A 5-INCH LOGO CAP. THE MARK IS 2.3 FEET SOUTHWEST

FROM A WITNESS POST AND FENCE. THE MARK IS ABOVE LEVEL WITH

THE HIGHWAY.

ELEV.789.51 NAVD 88

SITE TBM#1

CUT "X" IN ANCHOR BOLT AT BASE OF TRAFFIC SIGNAL STRAND POLE,

56 FEET EAST OF THE CENTERLINE OF MICHIGAN ROAD AND 50 FEET

SOUTHWEST OF THE

CENTERLINE OF FAIRLAND ROAD.

ELEV. 776.16 NAVD 88



W

W

W

W

W

W

W

W W W W W W W W W W W W W W W

W

W

W

E

E

E

E
E

E

EEEE

W
W

W

W

W

W

G
G

G
G

G
G

G

G

U

G

U

U

G

U

U

G

U

U

G

U

U

G

U

U

G

U

U

G

U

U

G

U

U

G

U

U

G

U

U

G

U

U
G

U

UGU

UGU
UGU UGU

U
G

U

UGU

UGU

UGU

UGU
UGU

UGU UGU UGU

U

G

U

O

H

U

O

H

U

FAIRLAND    ROAD (A.K.A. C.R. 400N)

MICHIGAN ROAD (A.K.A. C.R. 200W)

EXIT RAMP FROM N. BOUND I-7
4

S
T

M

STM STM

S
T

M

STM STM STM STM

S

T

M

STM

STM

S

T

M

S
T

M

C C

C

C

C
C

C
C

C

D D D D D D
D

D
D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

D

G G

W W

E E

E E

COMM COMM

SAN SAN

SAN SAN

STM STM

STM STM

G G G

W W W

E(A) E(A)

E(U) E(U)

C C C

A. GENERAL NOTES
1. REFER TO CD DEMOLITION PLAN AND CS PLOT PLAN

FOR PROPER NOTATION, LAYOUT, AND NOTES.

2. DENOTE ANY CONFLICTS (E.G. UTILITY LINES)

BETWEEN THE CD AND CS PLANS AND MAKE

APPROPRIATE CHANGES TO THE

TIMELINE/SCHEDULE, ACTIVITY SEQUENCING AND

NECESSARY MATERIALS FOR PROPER

CONSTRUCTION.
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MICHIGAN ROAD (A.K.A. C.R. 200W)

EXIT RAMP FROM N. BOUND I-7
4
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CANOPY DECIDUOUS TREES

ORNAMENTAL UNDERSTORY TREES

EVERGREEN SHRUBS

PLANT SCHEDULE

PLAN

KEY

BOTANICAL NAME COMMON NAME SIZE
QUANTITY

ROOT

B & B CONT

ON CENTER

SPACING

SPECIAL

INSTRUCTIONS

ArS ACER RUBRUM 'SOMERSET' SOMERSET RED MAPLE 2 1/2" 13 X SEE PLAN X

CcF CERCIS CANADENSIS 'FLAME' FLAME EASTERN REDBUD 1 1/2" X SEE PLAN X

BkG BUXUS X KOREANA 'GREEN VELVET' GREEN VELVET BOXWOOD 18" X SEE PLAN MIN 18"

DECIDUOUS SHRUBS

AaB ARONIA ARBUTIFOLIA 'BRILLIANTISSIMA' BRILLIANT RED CHOKEBERRY #3 X SEE PLAN MIN 18"

IgC
ILEX GLABRA 'CHAMZIN' NORDIC HOLLY 18" X SEE PLAN MIN 18"

#5 X SEE PLAN

GtS GLEDITSIA TRIACANTHOS INERMIS 'SKYCOLE' SKYLINE HONEYLOCUST 2 1/2" X SEE PLAN X

ZsV ZELKOVA SERRATA 'VILLAGE GREEN' VILLAGE GREEN ZELKOVA 2 1/2" X SEE PLAN X

X

MATURE SIZE

14

14

14

58

59

54

56

23'T x 11'W

45'T x 35'W

60'T x 50'W

25'T x 20'W

8'T x 4'W

3'T x 3'W

4'T x 4'W

3'T x 4'W

PfG POTENTILLA FRUTICOSA 'GOLDFINGER' GOLDFINGER POTENTILLA #3 X SEE PLAN MIN 18"

56 3'T x 3'W

SjG
SPIRAEA JAPONICA 'GALEN' DOUBLE PLAY ARTIST SPIREA #3 X SEE PLAN MIN 18"

59 2.5'T x 2.5'W

TmD TAXUS X MEDIA 'DENSIFORMIS' DENSE JAPANESE YEW

LANDSCAPE PLAN NOTES
SEED OR SOD- REFER TO CHART ON EROSION CONTROL

PLAN & COORDINATE WITH OWNER

LANDSCAPE BED EDGE (TYP).  ALL EDGING IS A NATURAL

EARTH EDGE AS SHOWN IN DETAIL ON SHEET LP1

HARDWOOD MULCH (ALONG BUILDING OR SIDEWALKS USE

GRAVEL MULCH)

STEEP BANKS AND CUTS, LOW-MAINTENANCE AREAS (NOT

MOWED) GRASS MIX.  SEE PERMANENT SEED CHART ON

LP1

LP

LA
N

D
SC

A
PI

N
G

 P
LA

N

LEGEND

SITE TRIANGLE

MAINTENANCE PLAN NOTES
MULCH - 4,819    SF

PAVEMENT - 125,900 SF

GRASS - 180,109    SF

SIDEWALK - 4,000    SF

REQUIREMENT: PROVIDED:

LANDSCAPE ORDINANCE REQUIREMENTS

5.32: NON RESIDENTIAL FOUNDATION PLANTINGS (FP)

-FACADES THAT FACE A STREET BUT ARE 80' OR LESS SHALL PLANT 3 SHRUBS.

-FACADES THAT FACE A STREET AND ARE OVER 80', 1 SHRUB / ORNAMENTAL

TREE FOR EVERY 20' OF FACADE.

-ALL OTHER FACADES 1 SHRUB / ORNAMENTAL TREE FOR EVERY 40'

-SHRUBS MUST BE PLANTED WITHIN 6'. ORNAMENTAL TREES WITHIN 10'.

5.32: NON RESIDENTIAL YARD PLANTINGS (YP)

-LOTS OVER 20,000 SF SHALL PLANT 2 CANOPY TREES PLUS 1 CANOPY TREE FOR

EVERY ADDITIONAL 25,000 SF OF LOT SIZE ABOVE 40,000 SF. 10 TREES IS THE

MAXIMUM NUMBER OF TREES REQUIRED.

-TREES SHALL BE IN THE FRONT AND OR SIDE YARD, NOT WITHIN 2' OF ANY

PROPERTY LINE.

5.35: PARKING LOT PERIMETER LANDSCAPING (PP)

-LANDSCAPED AREAS SHALL BE A MINIMUM OF 10' WIDE AROUND PARKING

SPACES, INTERIOR DRIVES, AND LOADING AREA.

-1 TREE FOR EVERY 600 SF OF LANDSCAPED AREA, WITH A MAXIMUM OF 1 TREE

FOR EVERY 400 SF. 60% OF TREES MAY BE ORNAMENTAL

-1 SHRUB FOR EVERY 100 SF OF LANDSCAPED AREA.

5.58.N: GENERAL SIGN STANDARDS, LANDSCAPE STANDARD (SP)

-AT BASE OF GROUND SIGN LANDSCAPED AREAS SHALL BE A MINIMUM OF 0.75 SF

FOR EACH SF OF SIGN

-LANDSCAPED AREAS SHALL HAVE SHRUBS AND/OR PERENNIAL GROUNDCOVER

WITH A SPACING OF 3' O.C.

FAIRLAND ROAD FACADE

48' = 3 SHRUBS

MICHIGAN ROAD FACADE

96' / 20 = 5 SHRUBS

SOUTH FACADE

48' / 30 = 2 SHRUBS

WEST FACADE

96' / 20 = 5 SHRUBS

378,100 SF LOT

2 + (378100-40000)/25000)= 18

TREES

MAX TREES = 10 TREES

31846 SF

31846 / (600 MIN - 400 MAX) =

54-80 TREES

31846 / 100 = 319 SHRUBS

61.1 SF GROUND SIGN

LANDSCAPE AREA: 45.8 SF

REQUIRED:

GENERAL NOTES
1. THE CONTRACTOR SHALL LOCATE AND VERIFY THE EXISTENCE OF ALL

UTILITIES PRIOR TO STARTING WORK.

2. ALL MATERIAL SHALL CONFORM TO THE GUIDELINES ESTABLISHED BY

THE CURRENT AMERICAN STANDARD FOR NURSERY STOCK, PUBLISHED

BY THE AMERICAN ASSOCIATION OF NURSERYMEN OR EQUIVALENT. ALL

MATERIAL SHALL ALSO CONFORM TO THE SPEEDWAY SPECIFICATIONS

SECTION 328400 - PLANTING IRRIGATION, SECTION 329200 - TURF AND

GRASSES, AND SECTION 329300 - PLANTS. FOR ANY SPECIFICATION

CONFLICTS, THE AMERICAN STANDARD FOR NURSERY STOCK IS THE

CONTROLLING SPECIFICATION.

3. IF DISCREPANCIES BETWEEN THE PLAN AND THE PLANT LIST ARE

FOUND, CONTACT THE OWNER'S REPRESENTATIVE.

4. THE CONTRACTOR SHALL OBTAIN AND PAY FOR ALL PERMITS AND FEES

THAT MAY BE REQUIRED FOR LANDSCAPE PORTION OF WORK.

5. ALL NEW LANDSCAPE PLANTINGS SHALL BE GUARANTEED FOR A PERIOD

OF ONE YEAR FOLLOWING FINAL INSPECTION BY OWNER'S

REPRESENTATIVE. AT THE END OF THIS PERIOD, PLANT MATERIAL

DEEMED AS DEAD OR UNSATISFACTORY BY OWNER'S REPRESENTATIVE

SHALL BE REPLACED AT NO ADDITIONAL CHARGE BY THE LANDSCAPE

CONTRACTOR.

6. CONTRACTOR SHALL NOTIFY OWNER'S REPRESENTATIVE IN WRITING

PRIOR TO BID DATE OF ANY PLANTS THAT THEY FEEL MAY NOT SURVIVE

IN LOCATIONS NOTED.  RECOMMEND HARDIER AND SALT TOLERANT

VEGETATION FOR COLD WEATHER REGIONS.

7. PLANTS AND ALL OTHER MATERIALS TO BE STORED ON SITE WILL BE

HELD AND PROTECTED FROM DAMAGING WIND AND SUN, WATERED

DAILY AND PLACED WHERE THEY WILL NOT CONFLICT WITH

CONSTRUCTION OPERATIONS OR GET DAMAGED.

8. NO SUBSTITUTIONS OF PLANT MATERIAL WILL BE ALLOWED. IF PLANTS

SHOWN ARE UNAVAILABLE, THE CONTRACTOR SHALL NOTIFY OWNER'S

REPRESENTATIVE PRIOR TO BID DATE IN WRITING. ALL PLANTS SHALL BE

INSPECTED AND TAGGED WITH PROJECT IDENTIFICATION SHOWING

GENUS, SPECIES AND VARIETY AT NURSERY OR CONTRACTORS

OPERATION PRIOR TO MOVING TO JOB SITE. PLANTS MAY ALSO BE

INSPECTED AND APPROVED OR REJECTED ON THE JOB SITE.

9. LOOSEN SUBGRADE TO A MINIMUM DEPTH OF 4 INCHES. REMOVE

STONES LARGER THAN 1 INCH IN ANY DIMENSION AND STICKS, ROOTS,

RUBBISH, AND OTHER EXTRANEOUS MATTER AND LEGALLY DISPOSE OF

THEM OFF OWNER'S PROPERTY. AFTER REMOVAL OF NOTED ITEMS AND

LOOSENING OF SUBSOIL, AMEND EXISTING OR PURCHASED TOPSOIL TO

PROVIDE A WELL-DRAINING PLANTING MEDUIM THAT MEETS THE

OPTIMUM GROWING REQUIREEMENTS OF THE SPECIFIED PLANTS. A

FULL 4 INCH LAYER OF OWNER APPROVED SHREDDED FIBROUS PEAT

MOSS MAY BE USED IN LIEU OF PLANTING MIX IN ALL PLANTING BEDS

AND HEDGEROWS.

10. ALL PLANTS, INCLUDING TREES, SHRUBS, GROUND COVER, AND

FLOWERS, SHALL BE BALLED AND WRAPPED OR CONTAINER GROWN. NO

CONTAINER GROWN STOCK WILL BE ACCEPTED IF IT IS ROOT BOUND. 

ALL BALLED AND BURLAPPED ROOT WRAPPING FABRIC AND BINDING

TWINE  SHALL BE MADE OF BIODEGRADABLE MATERIALS. WITH

CONTAINER GROWN STOCK, THE CONTAINER SHALL BE REMOVED AND

THE CONTAINER BALL SHALL BE CUT THROUGH THE SURFACE IN TWO

VERTICAL LOCATIONS.

11. GROUND COVER AND FLOWERS SHALL BEAR THE SAME RELATIONSHIP

TO FINISHED GRADE AS ORIGINAL GRADE BEFORE DIGGING. TREES AND

SHRUBS SHALL HAVE A FINISH GRADE OF +1 INCH MAXIMUM TO

ORIGINAL GRADE. WHERE HEAVY POORLY DRAINING SOILS ARE

ENCOUNTERED SEEK APPROVAL FROM OWNER'S REPRESENTATIVE TO

PLANT THE MATERIAL HIGHER THAN EXISTING GRADE TO AVOID

DROWNING.

12. SIZE OF VEGETATION DEPICTED ON DRAWING IS A MATURE-SIZED

REPRESENTATION AND IS NOT INDICATIVE OF SIZE OF ITEM AT

PLANTING.

13. REFER TO PLAN CALLOUTS FOR ALL LANDSCAPE AREAS REQUIRING

MULCH BEDDING. GRAVEL MULCH SHALL BE USED IN NARROW AREAS

FOR LANDSCAPING BETWEEN THE BUILDING AND THE SIDEWALK, OR IN

ANY MULCH BEDS ALONG SIDEWALKS OR PARKING SPACES. USE DARK

BROWN, SHREDDED, HARDWOOD MULCH IN ALL OTHER LOCATIONS

(UNLESS OTHERWISE DENOTED ON THE PLAN AND/OR REQUIRED BY

LOCAL AUTHORITY HAVING JURISDICTION).

14. TREES ARE TO BE A MINIMUM OF 3 FEET AWAY FROM ANY HARDSCAPE

FEATURE SUCH AS CURBS, WALKS, ETC. TREES SHALL HAVE A ROOT

BARRIER SYSTEM IF WITHIN 3-5 FEET OF ANY HARDSCAPE FEATURE.

15. MAINTAIN 3 FEET MINIMUM FROM THE NEAREST DRIPLINE/ROOT BALL

EDGE OF PLANTED TREES TO THE NEAREST EDGE OF ANY UTILITY LINES.

THE LANDSCAPE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL

UTILITY LINES PRIOR TO COMMENCING WORK AND PROVIDE A ROOT

BARRIER SYSTEM FOR TREES WITHIN 3-5 FEET OF UTILITY LINES.

16. ALL AREAS NOTED "GRADE AND TURF" AND "MULCHED PLANT BED" WILL

RECEIVE TOP SOIL AS INDICATED IN SPEEDWAY SPECIFICATIONS. FOR

NON-IRRIGATION SITES, WATER LAWN FOR 30 DAYS POST TURNOVER

DATE.

17. ALL VEGETATION AND LANDSCAPING PROPOSED WITHIN THE

RIGHT-OF-WAY IS ONLY ALLOWED IF REQUIRED BY LOCAL JURISDICTION

AGENCY.

18. ALL PLANTS SHALL BE SPRAYED WITH AN ANTIDESSICANT PER

MANUFACTURER'S RECOMMENDATIONS AND WATERED THOROUGHLY

TWICE DURING THE FIRST 24-HOUR PERIOD AFTER PLANTING.  

19. AN APPROVED PRE-EMERGENT HERBICIDE SHALL BE APPLIED IN ALL

PLANTING AND GROUND COVER BEDS AT RATES SPECIFIED BY

MANUFACTURER FOR EACH VARIETY OF PLANT.

20. ALL STORM WATER DETENTION BASINS SHALL HAVE GRASS COVERAGE

UNLESS LOCAL CODE DICTATES OTHER TYPE OF VEGETATION

TREATMENT OR AS CALLED OUT ON THE LANDSCAPING PLAN.

21. USE GRASSES FOR SEEDING BY SPECIES THAT ARE FRESH, CLEAN, DRY,

NEW-CROP SEED COMPLYING WITH AOSA'S "JOURNAL OF SEED

TECHNOLOGY; RULES FOR TESTING SEEDS FOR PURITY AND

GERMINATION TOLERANCES. ALSO, SEED SPECIES ARE TO BE SITE

SPECIFIC STATE-CERTIFIED SEED OF GRASS SPECIES AS STATED ON

DRAWINGS.

21.a. WHEN SEEDING, EVENLY DISTRIBUTE SEED BY SOWING THE

SPREADER OR SEEDING MACHINE IN TWO DIRECTIONS AT RIGHT

ANGLES TO EACH OTHER PER SEEDING RATE LISTED ON DRAWINGS.

RAKE SEED LIGHTLY INTO TOP 1/8 INCH OF TOPSOIL, ROLL LIGHTLY,

AND WATER WITH A FINE SPRAY. PROTECT SEEDED AREAS BY

SPREADING STRAW MULCH AT A RATE OF 2 TONS/ACRE WITH 1-1/2

INCHES IN LOOSE THICKNESS.

21.b. WHEN SEEDING BY HYDROSEEDING MIX, PROVIDE SLOW-RELEASE

FERTILIZER, AND FIBER MULCH IN WATER, USING EQUIPMENT

SPECIFICALLY DESIGNED FOR HYDROSEED APPLICATION.

UNIFORMLY BLEND INTO HOMOGENEOUS SLURRY.  APPLY THE

SLURRY UNIFORMLY AT A RATE SO THAT MULCH COMPONENT IS

DEPOSITED AT NOT LESS THAN 1500 LB/ACRE DRY WEIGHT, AND

SEED COMPONENT IS DEPOSITED AT NOT LESS THAN THE

SPECIFIED SEED-SOWING RATE.

22. WHEN USING TURFGRASS SOD THE QUALITY WILL COMPLY WITH

"SPECIFICATIONS FOR TURFGRASS SOD MATERIALS" IN TPI'S "GUIDELINE

SPECIFICATIONS TO TURFGRASS SODDING."

22.a. LAY SOD WITHIN 24 HOURS OF HARVESTING. LAY SOD WITH TIGHTLY

FITTED JOINTS, OFFSETTING JOINTS IN ADJACENT COURSES; DO

NOT STRETCH OR OVERLAP; TAMP AND ROLL LIGHTLY. FILL MINOR

CRACKS BETWEEN PIECES OF SOD WITH SOIL OR SAND. LAY SOD

ACROSS ANGLE OF SLOPES EXCEEDING 1:3. ANCHOR SOD ON

SLOPES EXCEEDING 1:6 WITH WOOD PEGS OR STEEL STAPLES.

SATURATE SOD WITH FINE WATER SPRAY WITHIN TWO HOURS OF

PLANTING. FOR THE FIRST WEEK, WATER DAILY TO MAINTAIN MOIST

SOIL TO A MINIMUM DEPTH OF 1-1/2 INCHES BELOW SOD.

PLANTS SHALL MEET OR EXCEED THE

(LATEST EDITION) PUBLISHED BY THE AMERICAN 

PLANTS SHALL BEAR A TAG SHOWING GENUS, 

STANDARDS AS DESCRIBED IN ANSI Z60.1

SPECIES AND VARIETY.

ASSOCIATION OF NURSERYMEN.

NOTES:

QUANTITY

SYMBOL

PLANTING AREA

FP = FOUNDATION PLANTINGS

PP = PERIMETER PARKING LOT

YP = YARD PLANTINGS

SP = SIGN PLANTINGS
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PLANTS SHALL BE CERTIFIED BY THE STATE OF

INDIANA DEPARTMENT OF NATURAL RESOURCES

AND FREE FROM DISEASE OR HAZARDOUS INSECTS.
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NOTE:
SIGNAGE IS FOR REFERENCE ONLY,

COORDINATE WITH SIGN VENDORS FOR

DETAILS.

SIGN DETAIL "F"
(NO SCALE)

SIGN DETAIL "C"
(NO SCALE)
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SIGNAGE IS FOR REFERENCE ONLY, COORDINATE WITH SIGN

VENDORS FOR DETAILS.

SEE VENDOR SITE-SPECIFIC FOUNDATION PLAN. CONTRACTOR

TO INSTALL CONDUIT, CONCRETE, AND VENDOR-SUPPLIED

ANCHOR BOLTS.

NOTE:
SIGNAGE IS FOR REFERENCE ONLY,

COORDINATE WITH SIGN VENDORS FOR

DETAILS.

SEE VENDOR SITE-SPECIFIC FOUNDATION

PLAN. CONTRACTOR TO INSTALL CONDUIT,

CONCRETE, AND VENDOR-SUPPLIED

ANCHOR BOLTS.

NOTE:
SIGNAGE IS FOR REFERENCE ONLY, COORDINATE WITH SIGN VENDORS FOR DETAILS.

SEE VENDOR SITE-SPECIFIC FOUNDATION PLAN. CONTRACTOR TO INSTALL CONDUIT, CONCRETE,

AND VENDOR-SUPPLIED ANCHOR BOLTS.
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